
Samsung LCD Display | 12 + 13

Digital Performance

a RS232C Connect the supplied power cord.

b DVI/PC IN
- DVI : Connect to the video output jack for device with DVI output.
- AUDIO : Connect to the audio output jack for devices with DVI output.
- IN : Connect to the video output jack on your PC.
- AUDIO : Connect to the audio output jack on your PC.
> AUDIO in an audio input jack for PC1 and PC2 Modes.

c COMPONENT AUDIO In
Video (Y/Pb/Pr) and audio (L/R) inputs for component.

d BNC/COMPONENT In
- Connect for RGB (Y/Pb/Pr) HV video signal input from the PC.
> ”PC Mode” from this page onward means PC1/PC2 mode using RGB1

(PC1) and RGB2 (PC2)
- Video (Y/Pb/Pr) and audio (L/R) inputs for component.

e ANT in/FM Ant

f AV AUDIO In
- IN : Video and audio inputs for external devices, such as a camcorder or VCR.
- OUT : Outputs for external devices.

g AV Out/In (Video)
- IN : Video and audio inputs for external devices, such as a camcorder or VCR.
- OUT : Outputs for external devices.

h EXT SPEAKER(8   ) Connect external speakers.

i AUDIO Out

j LAN/USB

e COMPONENT AUDIO IN [L-AUDIO-
R] (Component Audio Connection
Terminal (Input))

f BNC/COMPONENT OUT [R/PR, G/Y,
B/PB, H, V] (BNC/Component
Connection Terminal (Output))
BNC (Analog PC) Connection: connecting the R, G,
B, H, V ports 
Component Connection: connecting the PR, Y, PB
ports

g BNC/COMPONENT IN [R/PR, G/Y,
B/PB, H, V] (BNC/Component
Connection Terminal (Input))

a RS232C OUT/IN (RS232C Serial PORT)
MDC (Multiple Display Control) Program Port

b DVI / PC IN [DVI(HDCP)] (PC Video
Connection Terminal)
Using a DVI Cable (DVI-D to DVI-D) - DVI mode
(Digital PC)

c DVI / PC IN [RGB] (PC Video
Connection Terminal Using a D-Sub Cable
(15 pin D-Sub) - PC mode (Analog PC)

d DVI / PC IN [PC/DVI/BNC AUDIO IN]
(PC/DVI/BNC Audio Connection
Terminal (Input))

p LAN (LAN Connection Terminal)
MS Internet Explorer

q USB (USB Connection Terminal)
Keyboard / Mouse, Mass Storage Device
Compatible.

h Kensington Lock
The Kensington lock is a device used to physically fix
the system to something when using it in a public
place. (The locking device has to be purchased sep-
arately.)
To use a locking device, contact the place of pur-
chase.

i AV AUDIO IN [L-AUDIO-R] (LCD
Display Audio Connection Terminal
(Input))

j AV OUT [VIDEO] (VIDEO Connection
Terminal): AV mode (Output) 

k AV IN [VIDEO] (VIDEO Connection
Terminal (Input))

l AV OUT [S-VIDEO] (S-VIDEO
Connection Terminal): S-VIDEO
mode (Output)

m AV IN [S-VIDEO] (S-VIDEO
Connection Terminal (Input))

n EXT SPEAKER(8   )[- - L - +, - - R - +]
(EXT Speaker Connection Terminal) 

o AUDIO OUT [L-AUDIO-R] (LCD
Display Audio Connection Terminal
(Output))
AUDIO OUT is the terminal for the PC sound output.

Professional Connectivity
Samsung LCD Monitor supports extended connectivity - PC, Video, RS-232C Loop Out function are supported. If you wantsto
install multi display video wall connected by Video & PC signal, you don't need an additional device like Input Signal Distributor.

Client1 Client2 Client3

MagicNet X
There are two transmission methods. The first is where the server sends files to the clients after registering to the schedule. In the
other, the client searches for the files registered in the library of the server, selects the files to be received, and plays them after receiv-
ing them via the network. Each client, by itself, has the capability to access the Internet.  

MagicNet transmits media files (photo, audio and movie files) and office files (PowerPoint, Excel, Word, HTML and PDF files: 
viewer only) existing on a server to clients on an Ethernet network using the server/client architecture.

Several clients can be connected to a server and any file can be transmitted to any client over the network.

Server System Requirements OS : Windows 2000, Windows XP 

Push Mode

LAN

MUSIC PHOTO MOVIE

MS-Word, PowerPoint, Excel,
Acrobat Viewer, HTML Viewer

Client4 Client5

HTML, XML, Flash, JAVA PC

• General Spec.
(MagicNet Board)  

• OS : WinXPe
• Storage : 1 GB FDM
• Connector : USB 2.0 3 Ports

(1) Scheduling
- Digital Contents

(2) MDC
- Asset Management through LAN

(3) Instant Messaging

Local Device Connectivity 
through USB 2.0
- Portable Storage Devices

(Multimedia Card, Memory Stick, 
Smart Media, etc.)

- Removable Hard Disk
- Digital video camera

(Only Mass Storage Class)

USB 2.0

Pull Mode
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